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PM series
PM (CD267)

Temperature coefficient

With high ripple current capability for switching adapter.

Expanded rated voltage range.

RoHS Compliant.

Features

Specifications

Unit: mm Frequency coefficient

Diagram of Dimensions  Multiplier for Ripple Current

Item Performance Characteristics

Operating Temperature Range -55~+105℃ -40~+105℃

Rated Voltage Range 6.3~100V 160~450V

Nominal Capacitance Range 56~33000μF

Capacitance Tolerance ±20%(+20℃ ,120Hz)

Leakage Current I ≤ 0.01CV（after 2 minutes at 20℃ application of rated voltage）

Dissipation Factor
（tgδ,+20℃ ,120Hz）

Temperature Characteristics
(Impedance ratio at 120Hz)

Load Life

 After applying rated voltage with specified ripple current for 2000 hours at +105℃ and then resumed 24 hours:
 Capacitance change : ±20% of the initial measured value
 Leakage current : ≤ the initial specified value
 Dissipation factor: ≤ 200% of the initial specified value

Shelf Life

 After storage for 1000 hours at +105℃ ,UR to be applied for 30 minutes and then resumed 24 hours:
 Capacitance change : ±20%  of the initial measured value
 Leakage current : ≤ the initial specified value
 Dissipation factor: ≤ 200% of the initial specified value

UR(V) 6.3 10 16 25 35 50 63 100 160~200 400 450
Z-25℃ /+20℃ 5 4 3 2 3 6 8
Z-40℃ /+20℃ 10 8 6 4 3 4 10 15

+70 +85 +105

6.3~100 2.0 1.7 1.0
160~450 1.8 1.4 1.0

UR(V) 6.3 10 16 25 35 50 63 100 160~200 400 420 450
tgδ 0.28 0.24 0.20 0.16 0.14 0.12 0.10 0.08 0.12 0.15 0.20 0.20

When capacitance is over 1000μF, tgδ shall be added 0.02 to the listed value with increase of every 1000μF. 

 

Rated 
Voltage 50/60Hz 120Hz 300Hz 1KHz ≥ 10KHz

6.3~100
≤ 470 0.75 1.00 1.35 1.57 2.00
>470 0.85 1.00 1.10 1.13 1.15

160~450
≤ 220 0.80 1.00 1.25 1.40 1.60
>220 0.90 1.00 1.10 1.13 1.15

Frequency
(Hz)

Temperature
（℃）

Cap(μF)

Rated Voltage(v)

ΦD 16 18 20 22 25
F 7.5 7.5 10 10 12.5

Φd 0.8 1.0
α 2.0 2.5

sancon
400V
82μF 

PM 105℃
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UR

(Surge 
Voltage)
Code(V)

Capacitance
(μF)

Size
 ΦD×L 
(mm)

Rated ripple 
current

105℃ , 120Hz
(mArms)

ESR (Ω )

Max ESR
20℃ ,
120Hz

Typ ESR
20℃ ,
120Hz

6.3 
(7.2) 
0J

10000 16×25 1650 0.058 0.041

15000 16×35.5 2010 0.048 0.034

22000 18×40 2350 0.041 0.029

33000 22×51 2800 0.036 0.026

10  
 (13)   
1A

6800 16×25 1570 0.066 0.047

10000 16×35.5 1890 0.053 0.037

15000 18×35.5 2180 0.044 0.031

22000 22×41 2650 0.039 0.027

33000 22×51 3250 0.035 0.025

16  
 (20)  
1C

4700 16×25 1480 0.073 0.051

6800 16×35.5 1780 0.059 0.041

10000 18×35.5 2060 0.048 0.034

15000 20×41 2430 0.041 0.029

22000 22×51 3000 0.036 0.026

33000 25×51 3450 0.033 0.023

25  
 (32) 
1E

3300 16×25 1400 0.080 0.056

4700 16×31.5 1710 0.062 0.043

6800 18×35.5 2040 0.047 0.033

10000 20×41 2150 0.040 0.028

15000 22×51 2750 0.035 0.025

22000 25×51 3250 0.033 0.023

35   
(44) 
1V

2200 16×25 1260 0.097 0.068

3300 16×35.5 1610 0.072 0.050

4700 18×35.5 1910 0.056 0.039

6800 20×41 2150 0.043 0.030

10000 22×51 2650 0.037 0.026

15000 25×51 3100 0.034 0.024

50 
  (63)  
1H

2200 16×35.5 1470 0.084 0.059

3300 18×35.5 1770 0.064 0.045

4700 20×41 2100 0.051 0.036

6800 22×51 2500 0.039 0.027

10000 25×51 2850 0.035 0.025

UR

(Surge 
Voltage)
Code(V)

Capacitance
(μF)

Size
 ΦD×L 
(mm)

Rated ripple 
current

105℃ , 120Hz
(mArms)

ESR (Ω )

Max ESR
20℃ ,
120Hz

Typ ESR
20℃ ,
120Hz

63 
(79) 
1J

1000 16×25 930 0.133 0.093

2200 18×35.5 1650 0.072 0.050

3300 20×41 1950 0.056 0.039

4700 22×51 2450 0.045 0.031

6800 25×51 2800 0.035 0.025

100 
(125)  
2A

470 16×25 715 0.226 0.158

1000 20×41 985 0.106 0.074

2200 22×51 1750 0.060 0.042

3300 25×51 2070 0.048 0.034

160 
(200)  
2C

220 16×35.5 570 0.724 0.507

330 18×40 750 0.483 0.338

470 22×41 900 0.339 0.237

1000 25×51 1310 0.159 0.111

200
(250) 
2D

270 18×31.5 870 0.590 0.410

330
18×36 1010 0.483 0.338

18×31.5 1010 0.483 0.338

390
18×36 1017 0.408 0.286

18×40 1130 0.408 0.286

470 20×41 1270 0.339 0.237

560 20×45 1390 0.284 0.199

400  
(450)  
2G

100
16×35.5 580 1.990 1.035

18×31.5 580 1.990 1.035

120 18×36 670 1.659 0.862

150 18×40 770 1.327 0.690

180 20×41 880 1.106 0.575

220 22×41 1000 0.905 0.471

450 
(500)  
2W

56 16×31.5 440 4.739 2.464

68 16×35.5 490 3.903 2.030

82
16×40 550 3.236 1.726

18×31.5 550 3.236 1.726

100 18×36 650 2.654 1.410

120 18×40 740 2.212 1.170

150 20×41 800 1.769 0.937

 

PM series
Standard Size


