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客户名称 CUSTOMER NAME:   
 

 

 
客户料号 CUSTOMER NO. :  

 
/ 

 
产品名称 PRODUCT NAME:   

PCB螺钉式接线端子 

(PCB Screw Terminal Blocks) 

 
产品型号 PRODUCT TYPE:        

  GS001S-5.0-02P-12-00A(H) 

 
文件版本 DOCUMENT VERSION:   

 

A 

 

日期 DATE:                                                           

 

2016-09-28 

   
 

 
APPROVED 客户承认 APPROVED BY 客户审核 APPROVED 客户确认 

 
   

  

 
MAKE BY 制作 APPROVED BY审核 APPROVED确认 

 
刘章通 黄孝诚 丁蔚峰 

 

 

 
 

地址：中国浙江省慈溪市逍林镇宇翔路 90 号 

ADD:  YUXIANG ROAD 90#,XIAOLIN TOWN,CIXI,ZHEJIANG,CHINA   

TEL：  +86 574 63506685     +86 574 63506772 

FAX：+86 574 63989953 

http://www.goosvn.com 
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 PRODUCT  SPECIFICATION 

产品规格书 
 

1、技术参数（Technical Data) 

   中 心 距（Center Space）：5.0mm 

   压线范围（Wire Range)：22～14AWG   2.5mm². 

   剥线长度（String Length）:5～6 mm. 

   额定螺钉扭矩（Rated Screw Torque）：3.5 lbf•in(0.4N.m) 

   额定电气参数（Rated Electrical Parameters）：UL   300V/15A    IEC    250V/24A 

   工频耐压（Frequency Voltage）： AC2500V，1分钟无异常（No one minute abnormal） 

   脉冲耐压(Rated Surge Voltage):4000V,正负极各 5次无异常(All five are negative,No abnormal) 

   绝缘阻抗（Insulation Resistance）： DC500V，500MΩ以上（DC500V, 500MΩabove） 

   接触电阻（Contact  Resistance）： ≤8mΩ 

2、工作环境（Operation Environment） 

   工作温度（Temperature）： -40℃～+105℃ 

   海拔（Altitude）： 2000m以下 80Kpa～106KPa 

   相对湿度（Relative Humidity）： 5%～95% 

   污染等级（Contamination  Class）： Ⅲ 

 

3、适用标准（Applicable Standards） 

   IEC 60998-2-1        IEC 60947-7-1       UL 1059            UL 486E   

  

4、工艺使用（The use of Technology） 

   此种接线端子（N芯）连接器采用焊接的方式与 PCB 板连接，波峰焊接 260±5℃/5s、2次共 10s，手工烙  

铁焊接 350±5℃/10s，使用连接方式有以下几种。 

   （The Terminal Blocks（N poles)connector used welding way connected with the PCB board, wave 

260±5℃/5s, 2, a total of 10s, hand-welded iron 350±5℃/10s,connection with the use of the 

following.） 

 

 

 

5、包装方式 （Packaging） 

 1、密封包装（Seal Packaging） 
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                        FOLLOW-UP SERVICE PROCEDURE 

                                 (TYPE R) 

 

                        COMPONENT - TERMINAL BLOCKS  

                               (XCFR2,XCFR8) 

 

             Manufacturer:    SEE ADDENDUM FOR MANUFACTURER LOCATIONS 

 

                              652048 (Party Site) 

                Applicant:    NINGBO GOOSVN ELECTRONIC CO LTD 

             (100570-975)     Xinyuan Village 

                              Xiaolin Town 

                              Cixi 

                              Zhejiang 315321 CHINA 

 

                              652048 (Party Site) 

       Recognized Company:    SAME AS APPLICANT 

             (100570-975)     

 

This Follow-Up Service Procedure authorizes the above Manufacturer(s) to use the marking 

specified by UL LLC, or any authorized licensee of UL LLC, including the UL Contracting 

Party, only on products when constructed, tested and found to be in compliance with the 

requirements of this Follow-Up Service Procedure and in accordance with the terms of the 

applicable service agreement with UL Contracting Party and any applicable Service Terms. The 

UL Contracting Party for Follow-Up Services is listed on addendum to this Follow-Up Service 

Procedure ("UL Contracting Party").  UL Contracting Party and UL LLC are referred to jointly 

herein as "UL."  

 

UL further defines responsibilities, duties and requirements for both Manufacturers and UL 

representatives in the document titled, "UL Mark Surveillance Requirements" that can be 

located at the following web-site:  http://www.ul.com/fus and in the document titled "UL and 

Subscriber Responsibilities" that can be located at the following website:  

http://www.ul.com/responsibilities. Manufacturers without Internet access may obtain the 

current version of these documents from their local UL customer service representative or UL 

field representative.  For assistance, or to obtain a paper copy of these documents or the 

applicable Service Terms, please contact UL's Customer Service at 

http://www.ul.com/global/eng/pages/corporate/contactus, select a location and enter your 

request, or call the number listed for that location.  

 

The Applicant, the specified Manufacturer(s) and any Recognized Company in this Follow-Up 

Service Procedure must agree to receive Follow-Up Services from UL Contracting Party.  If 

your applicable agreement is a Global Services Agreement ("GSA") with an effective date of 

January 1, 2012 or later and this Follow-Up Service Procedure is issued on or after that 

effective date, the Applicant, the specified Manufacturer(s) and any Recognized Company will 

be bound to a Service Agreement for Follow-Up Services upon the earliest by any Subscriber 

of use of the prescribed UL Mark, acceptance of the factory inspection, or payment of the 

Follow-Up Service fees which will incorporate such GSA, this Follow-Up Service Procedure and 

the Follow-Up Service Terms which can be accessed by clicking here:  

http://www.ul.com/contracts/Terms-After-12-31-2011. In all other events, Follow-Up Services 

will be governed by and incorporate the terms of your applicable service agreement and this 

Follow-Up Service Procedure.  

 

http://www.ul.com/fus
http://www.ul.com/responsibilities
http://www.ul.com/global/eng/pages/corporate/contactus
http://www.ul.com/contracts/Terms-After-12-31-2011
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It is the responsibility of the Recognized Company to make sure that only the products 

meeting the aforementioned requirements bear the authorized Marks of UL LLC, or any 

authorized licensee of UL LLC.  

 

This Follow-Up Service Procedure contains information for the use of the above 

Manufacturer(s) and representatives of UL and is not to be used for any other purpose. It is 

provided to the Manufacturer with the understanding that it will be returned upon request 

and is not to be copied in whole or in part.  

 

This Follow-Up Service Procedure, and any subsequent revisions, is the property of UL and is 

not transferable. This Follow-Up Service Procedure contains confidential information for use 

only by the above named Manufacturer(s) and representatives of UL and is not to be used for 

any other purpose.  It is provided to the Subscribers with the understanding that it is not 

to be copied, either wholly or in part unless specifically allowed, and that it will be 

returned to UL, upon request.  

 

Capitalized terms used but not defined herein have the meanings set forth in the GSA and the 

applicable Service Terms or any other applicable UL service agreement.  

 

UL shall not incur any obligation or liability for any loss, expense or damages, including 

incidental, consequential or punitive damages arising out of or in connection with the use 

or reliance upon this Follow-Up Service Procedure to anyone other than the above 

Manufacturer(s) as provided in the agreement between UL LLC or an authorized licensee of UL 

LLC, including UL Contracting Party, and the Manufacturer(s).  

 

UL LLC has signed below solely in its capacity as the accredited entity to indicate that 

this Follow-Up Service Procedure is in compliance with the accreditation requirements. 

 

 

 

William R. Carney 

Director 

North American Certification Program 

 



 

Ente Certificazione Macchine Srl 

Via Ca’ Bella, 243 – Loc. Castello di Serravalle – 40053 Valsamoggia (BO) - ITALY 

 +39 051 6705141   +39 051 6705156   info@entecerma.it   www.entecerma.it C
e

rt
if
ic

a
te

 –
 C

е
р

ти
ф

и
к
а

т 
–
 證
明
書

 –
 C

e
rt

if
ic

a
t 

–
 증
명
서

 –
ة 
اد
شه

 
Certificate of Compliance 
 

No. 0P161216.NGEQN03 

Technical Construction File no. TLZJ1612069718 

  

Certificate’s 

Holder: 

Ningbo Goosvn Electronic Co., Ltd. 
No. 90 Yuxiang Road, Xiaolin Town, Cixi City, 

Zhejiang Province, China. 

 

Certification ECM 

Mark: 

 

Product: Terminal Block 

Model(s): GSP001, GSP002, GS001, GS002, GS003, 

GS004, GS005, GS006, GS007, GS008, GS009, 

GS010, GS011, GS012, GS013, GS014, GS015, 

GS016, GS017, GS018, GS019, GS020, GS021, 

GS022, GS023, GS024, GS025, GS026, GS027, 

GS028, GS029, GS030,  GS032, GS033, GS034 

 

Verification to: Standard: 

EN 60998-1:2004, EN 60998-2-1:2004 

 
related to CE Directive(s): 

2014/35/EU (Low Voltage) 
 
Remark: The product(s) has been verified on a voluntary basis. The product(s) satisfies the requirements of 

the Certification Mark of ECM, in reference to the above listed Standard(s). The above Compliance Mark 

can be affixed on the product(s) accordingly to the ECM regulation about its release and its use. The 

regulation can be found at www.entecerma.it. This Certificate of Compliance can be checked for validity 

at www.entecerma.it 

This verification doesn’t imply assessment of the production of the product(s). 
 

Additional information, clarification about the  Marking: 

 

We attest that a TCF for the  Marking process is in place. Whereas the 

Manufacturer is Responsible to start the  Marking Certification Procedure and to 

perform all the necessary activities, as required by the Directive before placing the 

 Mark on the product(s). 

 

Date of issue 16 December 2016 
 

Chief Manager 

Marco Morina 

 Expiry date 15 December 2021 
 

Deputy Manager 

Amanda Payne 
 

  European 
Conformity 

Type 

Approved 

http://www.entecerma.it/
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