
 CON. COLOR CONN. AWG LENGTH Rev.

Safety standard Compliance Safety Certifications AC BLACK LINE 18 152mm A03 CORRECT DATA

UL1310,Class 2 (Recognized) E234571 INPUT WHITE NEUTRAL 18 +12.7+/- 0mm 02 更換 Label

UL48 E249377 DC PURPLE +36V 18 152mm 01 Issue to Produce Apr..18,'08

LVD CUL OUT BLACK RETURN 18 +12.7+/- 0mm

EMI Stantards :

FCC 47 CFR PART 15 Class B F9320707A04

CE EN55015,EN61000-3-2,-3 CE9320707A04

CE EN61000-4-2,3,4,5,6,8,11

INPUT RANGE : 100~240VAC,0.5A@FULL LOAD

FREQUENCY : 47~63Hz

POWER FACTOR : >0.92 @115VAC @230VAC

TOTAL HARMONIC DISTORTION : < 20%

EFFICIENCY : 85% TYP.

PEAK INRUSH : <10A@115VAC,20A@230VAC

 

LOAD CAPACITY : 40 Watts

CREST FACTOR : 1.5 MAX.

PROTECTION : OCP,SCP - AUTO RECOVERY

COOLING : CONVECTION , PLASTIC HOUSING

OPERATION TEMPERTURE : -30  ~  50℃
TEMP. DE-RATING 1% PER℃ FROM 50℃ TO 70℃
RELATIVE HUMIDITY : 5 ~ 95%

STORAGE TEMP. : -40℃ ~ 85℃

RELIABILITY(MTBF) : >100,000Hours @25℃ FULL LOAD

(MIL-HDBK-217F)

3 YEARS WARRANTY : PART  

APPLIABLE LOCATION : DRY OR DAMP , IP66

Weight : 370 Grams (Typical) NOTES : A03 1

Plastic Material - PC (White) , TC = 90℃

RD確認

Jul.17, 09

CALIBRATION SET : 

CONSTANT CURRENT MODE -

1100mA       18    ~   36 VDC      +/-5%

JUL.11,'08

從W/O#A0907217 開始
Revisons

DateDescription

LP1040-36-C1100

" Market Drawing "

Ray HO

388174036003

Angie May

Jul. 17, 2009
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AC INPUT
#1015 

18AWG
#1430 

18AWG

DC OUTPUT

LP1040-36-C1100

1100m

388174036003
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